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SUMMARY

Full-scale light-airplane crashes simulating stell-spin accidents
were conducted to determine the decelerations to which occupants are
exposed and the resulting harness Fforces encountered in this type of
accident. Crashes at impact speeds from 42 to 60 miles per hour were
studied. The airplanes used were of the familiar steel-tube, fabric-
covered, tandem, two-seat type.

In crashes up to an impact speed of 60 miles per hour, crumpling of
the forward fuselage structure prevented the meximum deceleration at the
rear-seat location from exceeding 26 to 33g. This meximum g value ap-
peared independent of the Impact speed. Restraining forces in the seat-
belt - shoulder-harness combination reached 5800 pounds. The rear-seat
occupant can survive crashes of the type studied at impact speeds up to
60 miles per hour, if body movement is restrained by an adequate seat-
belt ~ shoulder~harness combination so as to prevent injurious contact
wlth obstacles normally present in the cabin. Inwardly collapsing cabin
structure, however, 1s a potentlal hazard 1n the higher-speed crashes.

INTRODUCTION

Light-airplane accident data, compiled by Crash Injury Research of
Cornell University Medical College, indicate that human beings have
often withstood decelerstions in excess of those imposed in airplane
crashes involving extensive demage to the airplane structure (zef. 1).
This study also correlates the extent of damage to the airplane struc-
ture with the injury incurred by the occupants during crash accidents.
The Cornell work indicates that the stall-spin is a common light-airplane
accidént configuration. In this type of crash, fatalities often occur;
but the passenger in the rear seat frequently survives when adequately
restrained. Collapse of the front portion of the cabin 1s often fatal
to the front passenger. However, the magnitudes of acceleration to
which the occupants were subjected during these accldents were unknown.
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The NACA Lewis laboratory has studied the accelerstions resulting
from simulated stall-spin accidents at impact speeds of 42, 47, and
60 miles per hour. In these studies, dummy passengers were installed in
small two-seat, tandem airplanes (fig. 1(a)), and a record was obtained
of the accelerations transmitted through the alrplane structure to the
rear-seat occupent during the crash. The accelerations and the harness
forces recorded on the dummy were related to the events in the crash
sequence by comparing them with the crash action recorded on motion-
Picture film. The data obtained in these crashes are intended as a con-
tribution to the general background of engineering information required
for the design of improved seats and harnesses for greater crash safety.

APPARATUS AND PROCEDURE
Type of Crash Simulated

The light-airplene crashes were designed to simulate accidents.in
which the airplane stalls and strikes the ground just as it enters a
spin. An inspection of stall-spin accldent records indicates that
generally the left wing tip, the left landing-gear wheel, and the engine
of the airplane strilke the ground simultanecusly. To simulate such a
crash, the aslrplane was made to strike an earthen crash barrier as shown
in figure 1(a). The barrier in this arrangement corresponds to the
ground in an actual crash.

In these tests, the approach to the crash barrier was made in a
horizontal direction instead of a nearly vertical direction as would be
the case in a real accident; therefore, the forces 1n the direction of
motion are in error by a factor of approximately-l unit of gravity. This
error in forces is smell in comparison with the forces measured in the
crash,

Operating Technique

In a crash, the airplane was propelled by its own power along a
guide rail toward the crash barrier. A slipper, located at the end of
a tongue, guided the alrplane to the crash barrier. This guide slipper
was designed to fit around the top flange of the guide rail (fig. 1(b))
in such a manner as to prevent the slipper from leaving the rail in either
g vertical or a lateral direction. In order to prevent the slipper and
tongue assembly from transmitting forces to the airplane structure during
the crash, a l2-inch-diameter steel tube (fig. 1(c)) was installed at the
end of the rail to allow the slipper and the tongue assembly to pass
underneath the crash barrier. The momentum of the slipper and tongue
assembly carried it#into the steel tube upon airplene impact with the
crash barrier. The“rear of the tongue was pinned to the airplane with a
3/32-inch~diameter pin (fig. l(d)) that sheared under a load of
150 pounds.
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In order to support the airplane in flight attitude as it proceeded
unmenned down the runway, a tall truss was bolted to the tail-wheel
attachment bracket (fig. 1(e)), the tail-wheel assembly having been
removed. A l/8-inch aluminum plate that was flush-riveted to the bottom
of the tall truss slid along on top of the guide rail. This tall truss

welghed approximately 2% pounds more than the taill-wheel assembly that

it replaced. The gross welght of each airplane was 1200, 1013, and 1261
pounds, respectively, for the crashes at 42, 47, and 60 mph. The Civil
Aeronautics Administratlon certlified meximm weight of the airplane is
1220 pounds.

An anchor pier (fig. 1(f)) weas installed on the guide rail at the
rear of the airplane to retain the airplame under take~off power without
brekes. A tenslometer measured the static thrust of the airplane just
before being released.

The earthen crash barrier (fig. 1(a)) located at the end of the
guide rall was constructed of dirt compacted to have a bearing pressure
of 5900 pounds per square foot on the front surface into which the air-
plane crashed. This bearing pressure corresponds to the local undis-

turbed clay turf soil. The barrier was 50 feet long, 9% feet high, and

22 feet thick at the base, sloped at an angle of 55° to the vertical
axis, and oriented 66° to the axis of the rail, as shown in the sketch
in figure 2.

The dummy in the front seat (fig. 3) was a standard Air Force dummy
designed for use in the testing of parachutes. This dummy had a skeleton
of steel members pinned at the joints with boilts. The skeleton was
covered with felt padding, and the skin was made of a heavy canvas
cloth. No attempt was made in the construction of the dummy to simulate
the rigidity of the human body, although the mass distribution of the
component parts of the dummy was similar to that of a humsen being. This
dummy was held in the seat by a standard 2-inch seat belt sbttached to
the front seat of the sirplane.

The Air Force anthropomorphic dummy was installed in the rear seat
of the airplane as shown in figure 3. This dummy was designed by the
Wright Air Development Center Aero Medical Leboratory. The dummy skele-
ton was made of steel, and some members were made to simulate the strength
of those of the human body. Elastic shock cords were used to simmlate
miscles or tendons, and sponge rubber was used for the flesh and skin.
This dummy was a reasonable replicea of the human body in both mass dis-
tribution and resilience of human tlssus. However, the reaction of the
dummy to deceleratlion dlffered from the human body because of the ab-
sence of muscular reflex action. The seat belt and the shoulder harness
used to restrain this dummy were attached to the basic structure of the
alrplane. :
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The airplane configuration and the dummy installation for each of
the three impact crashes are ziven in the following table:

Impact | Beat Type of dummy | Restraining harness | Airplane
speed, | location fuel~tank
mph contents
60 Front Parachute 2-inch seat belt 72 1b
Rear Anthropomorphic | 1. Shoulder harness | water
2. 3-inch seat belt | (dyed red)
47 Front Empty
seat
removed
Rear Anthropomorphic | 2-inch and 3-inch
seat~belt combina-
tion
42 Front Parachute 2~inch seat belt Empty
Rear Anthropomorphic | 1. Shoulder harness
2. 3-inch seat belt
INSTRUMENTATTION
Accelerometers

Accelerations of the head and the chest of the anthropomorphic
dumny Installed in the rear seat of the airplane were obtained from
telemetered accelerometer data. Accelerometers also were used to meas-
ure the accelerations on the airplane structure at the rear seat. Meas-
urement of the forces exerted by the dummy on the seat belt and shoulder
harness was made by tensiometers installed at each attachment point of
the restraining harness.

Three accelerometers, attached to the fuselage-floor structure at
the rear seat, measured accelerations along the longitudinal, vertical,
and lateral axes of the airplane, Three accelerometers, installed on
the chest of the anthropomorphic dummy, measured accelerations (1) longi-
tudinally (perpendicular to the spine in the fore and aft plane),

(2) vertically (parallel to the spine), and (3) laterally (left and
right). One accelerometer was installed in the head of the anthropo-
morphic dummy to measure accelerations perpendicular to the face,

Tenslometers
Tensiometers were installed at each end of the seat belt and at the

anchor point on the shoulder harness of the anthropomorphic dummy to
measure the forces exerted on the restraining harness by the dummy

throughout the crash.
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Telemeter System

A simple telemeter system that was readily aveilable afforded a
convenient method for obtaining continuocus records throughout the crash
of the accelerations and the harness forces. The telemeter transmitter
was located in the airplsne as shown in figure 4(b). The receiving and
recording station, as located in the operations building (ref. 2), 'is
shown in figure 4(c).

Two types of transducer were used in the telemeter configuration.
The accelerometers were of the varisble-inductsance, suspended-slug type
(fig. 4(d)) and were designed to have a linear change in inductance from
-90 to 90g in the sensitive direction and to have at least a 100:1
gttenuation of response in the two nonsensitive directions. The ten-
siometers were also in the variable-inductance category of transducers.
They consisted of two rigidly interconnected beams that spaced a powdered
iron slug within a coil (fig. 4(d)). Tension applied by the seat belt or
shoulder harness caused the beams to deflect, resulting in a relative
displacement between the slug and coil and thereby producing a change in
the apparent inductance at the terminals. Location of instrumentation
is given in the following table:

Channel Measured Direction Location Figure Range
quantity

1 Acceleragtion | Longitudinal | Chest of dummy 4(e) -88 to 38g

2 Acceleration | Vertical Chest of dummy | 4(e) -91 to 42g

3 Acceleration | Lateral Chest of dummy | 4(e) -65 to 66g

4 Acceleration | Longitudinel | Fuselage floor 4(g) -91 to 38g
at rear seat

5 Acceleration | Vertical Fuselage floor | 4{(g) -8l to 32g
at rear seat

6 Acceleration | Lateral Fuselage floor | 4(g) -50 to 50g
at rear seat

7 Tension ~ | —ecmemammmee Shoulder hamess| 4(h) | 0 to 5000 1b
of rear dummy

8 Acceleration | Longitudinal | Heed of rear 4(f) -43 to 45g
Qumy

9 Tension = | ~~~mc—cemaca- Seat belt, left| 4(1) | O to 4800 1b
side of rear
dummy

10 Tension ~ [ ——m—me—mem—n Seat belt, 4(i) [ 0 to 5000 1b
right side of
rear dummy
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Figure 4(a) shows the general location of the instrumentation in
the airplane. The ten channels available in the telemeter system were
used to measure the quentities listed in the preceding table. Fig-~
ures 4(e) to (i), listed in the table, show the specific location of
each transducer as installed on the dummy or in the airplane.

The transmitting station and batteries were protected by two alumi-
num boxes, one installed inside the other. The inner box, to which the
station and batteries were rigidly mounted, was suspended on all sides
by corrugated pasteboard as shown in figure 4(b). The outside gluminum
box was supported in the airplane by a mount built up of welded tubing.
This unit is shown before and after installation in the airplane in
figure 4(b). The construction was deslgned to limit the expected short-
duration, high-pegk acceleratlons imposed on the transmitting stetion.
The separate units of this transmitting station were previously checked
along the three major axes on a spin-type g-table and on a vibrating
table at values up to 25g from O to 200 cycles per second with less than
1/2 percent of full-scale change in the transmitted data. (This is not
an indication of flat response to 200 cps, as the accelerometers were
not on the shake tebles; this test was strictly an equipment survival
check.) In the 47-mph crash, a channel was left vacant. The subcarrier
oscillator for this channel was tuned with a fixed inductance to the
center frequency of the channel and allowed to operate through the crash.
The oscillograph records of the ten channels of telemetered data from
the 47-mph crash are shown in figure 4(j). The record of fixed channel 7
clearly shows that the accelerations carried through to the equipment
section had .no effect on the data.

The telemeter system, exclusive of transducers and recorders,
according to statistical unpublished data has an accuracy of +2 percent
of full-scale amplitude and a frequency response of flat within £2 per-
cent from steady-state conditions to 200 cps. The nature of FM dis-
criminators is such that an increase in amplitude lowers the 1limit of
flat frequency response; and in this case it must be stated that for
steady-state levels the full-scale amplitude was faithfully reproduced,
while at 200 cps the amplitude had to be held within £20 percent of full
scale from the center of the range in order to have within +2 percent
flat frequency response. The data in this report are within this region
with the exception of the case in which the rear dummy's head hit the
neck of the forward dummy in the 60-mph crash. The accelerometers had a
measured undsmped natural frequency of approximately 300 cps. They were
filled with 2400-centistoke silicone demping fluid and individually
checked for a damping ratio of 0.60 to 0.64. This damping ratio resulted
in flat response within 5 percent, up to 85 percent of the undamped
nabtural frequency. Thus the accelerometer response was flat within
5 percent to 250 cps. The seat-belt and shoulder-harness tensiometers
had a calculated undamped natural frequency (first mode) of 1920 cps;
and, since en undemped system has a flat response within 5 percent up to
22 percent of the undesmped natural frequency, this system did not require
any damping, being flat within 5 percent up to 420 cps.
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The frequency responses of the recording galvanometers used in the
60-mph crash were chosen with a specific measurement in mind and were as
follows: Galvanometers which had a response that was flat within 5 per-
cent to 300 cps were used for recording the three components of accelera-
tion of the rear dummy's chest and of the floor under the rear seat and
the acceleration in the top of the dummy's head. The galvanometers used
to record the belt tensions were flat within 5 percent to 180 cps. An
inspection of the telemeter records revealed that the basic data were
relatively low in frequency, except for the accelerations on the floor,
and the response of the system was well over that required. The high-
frequency response of the galvanometers, however, did produce records
that were hard to read because of the intermodulation present. In this
crash, bursts of noise occurred simultaneocusly in all the recorded
channels throughout the run and slmost obliterated the crash record.

By taxi tests on an airplane the source of this noise was determined to
be unbonded metal parts chaffing together. This problem was overcome by
using short heavy ground straps around sll metallic links, and by cover-
ing the control cables with plastic tubing to prevent intermittent
grounding to adjacent metal (fig. 4(k)). In order to produce cleaner,
easier-to-read records, without impairing the accuracy of the data, the
galvanometers used to record the chest dccelerations and belt tensions
were changed in the 42- and 47-mph crashes to a type having a frequency
response of flat within S percent to 100 cps.

Airplane Veloclty

The ground speed of the airplene was determined by electronic timers
as described in reference 2. In addition, the ground speed was deter-
mined by time-displacement studies of high-speed motion plctures.

Motion-Picture Cameras

Motion~picture cemeras located on the various camera platforms
around the crash barrier recorded the destruction of the airplane st the
barrier, the area of fuel spillage, and the motion of the dummies
installed in the fuselage.

Mitchell, Ciné, Fastax, and K-24 cameras, all operating electrically
within the range of film speeds shown in reference 2, were used in each
crash. The locations of the camera stations are shown in figure 2.

Because the natural illumination of the cabin area in the first
crash was insufficient to record clearly the action of the dummies, addi-
tional light was provided for subsequent crashes. This light source
comprised a bank of 96 tungsten, focal-plane, flash bulbs (fig. 4(1)).
These bulbs were set off in sets of four distributed along the decelerat-
ing distance of the alrplaene. Twenty-four sets of four flash bulbs pro-
duced peak illumination for a duration of 1 second.
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Calculated Acceleration Curves

Curves of longitudinal decelergtion of the engine in gll three
crashes and of the fuselage floor under the rear seat in the 60-mph
crash were calculated from the photograephic time-displacement data with
equal time increments of 0.005 second. Calculation of engine decelera-
tion was necessary, since no accelerometers were installed on the engine
because of the limited number of telemetering channels available.
Longitudinal fuselage deceleration during the 60-mph crash was calcu-
lated, because the accelerometer data in this crash were rendered
invelid by structural failure of the members on which the accelerometers
were mounted.

Definition of Accelersations

Since the accelerations along the longitudinal, vertical, and lat-
eral axes are to be consldered, it is necessary to designate a direction
for each.

The sketches in figure 5 of seated dummies show clearly the direc-
tion and define the linear accelerstions along the longitudinal and
vertical axes. Accelerations salong the longitudinal axis of the airplane
that increase the forward speed of the airplane are positive (+g) as
shown in figure 5(a). When the airplane experiences positive acceleration
in the longitudinal direction, the dummy's back presses against the seat
back. In anegative acceleration in the longitudinal direction, the dummy
moves forward with respect to the seat and is restrained by the seat belt
and shoulder harness as shown in figure 5(b). To simplify language,
"deceleration™ will be used in place of negative longitudinel accelera-
tion (-g). Accelerations along the vertical axis in which the dummy is
thrust upward are called "positive accelerations" (+g) as shown in
figure 5(c). Accelerations in which the body is pulled downward by the
shoulder harness and seat belt (fig. 5(d)) are called 'negative accelera-
tions" {-g). Left or right lateral accelerations produce a respective
displacement of the dummy to the left or the right from the neutral
position.

RESULTS AND DISCUSSION
Accelerstion Along Longitudinal Axis of Airplane

60-Mph crash. - In this section a comparison is made of the longi-
tudinal acceleration of the fuselage at the rear seat with respect to
the engine, and the acceleration experienced by the rear dummy's chest
and head in response to the airplane accelerations. The shoulder-harness
and seat-belt forces associated with these accelerations are also dis-

cussed.
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In figure S(a) the acceleration of the airplane structure and of
the dummy are compared for the crash in which the airplane speed was
60 mph upon impact with the barrier. Time is counted from the moment
the airplane propeller tip strikes the barrier. The deceleration on the
engine (fig. 6(a)) rises rapidly at a rate of 4130g per second to a
peek value of 62g and remains at this value for 0.015 second. The
deceleration of the fuselage is attenuated by the crumpling of the struc-
ture between the engine and the fuselage floor gt the rear-segt position.
This crumpling reduces the rate of onset- of deceleration from 4130g per
second on the engine to 1500g per second on the floor and also reduces
the magnitude of this deceleration. Four peak values of deceleration
occur on the fuselage floor. These peaks vary from 25 to 33g and occur
at time intervals of approximately 0.023 second.

A delay of 0.023 second between the onset of fuselage floor decelera-
tion and the onset of chest deceleration is believed to be the forward
movement of the chest of the dummy of spproximately 2 inches relative to
the seat. This relative forward movement of the chest is an accumulation
of displacement partly due to (1) slack in all components of the restrain-
ing harness, (2) elongation of the harness under the initial load, and
(3) the resilience of the sponge-rubber flesh of the abdominal, thoracic,
and shoulder regions of the dummy. The resulting overshooting of peak
values of the chest deceleration, when compared with the deceleration of
the fuselage floor, is then dependent upon the mass-spring characteris-
tics of the dummy end its restraining mechanism. The magnitude of the
first peak of chest deceleration of 34g thus exceeded the first peak value
of fuselage floor deceleration of 25g by 28 percent. A maximum chest de-
celeration of 50g was obtalned at 0.118 second after impact.

After the slack in the seat belt and shoulder harness is tagken up
by the beginning of deceleration of the dummy, the dummy, the restraining
belts, and the airplane structure begin to respond to the decelerative
force applied at the nose of the alrplane as components of an inter-
dependent elastic system. Because the mass of the dummy is comparable
to that of the fuselage, the fuselage floor deceleration may be directly
affected by the load imposed on the airplane structure by the dummy.
Thus, once the rear dummy reaches its first peak of deceleration at
0.073 second following impact, the fuselage floor deceleration responds
in some measure to the change in loading on the sirplane strucvure imposed
by the deceleration of the dummy. Since the gross airplane weight was
1260 pounds, the weight of the rear dummy approximately 200 pounds and
that of the front dummy 155 pounds, the interrelation of the deceleration
history of the dummies with that of the fuselage under the rear seat
during the crash is apparent. Following the first peak in fuselage
deceleration (fig. 6(a)), this interrelation appears as each peak in
fuselage floor deceleration occurs at approximately 0.0l second after
the corresponding peak in dummy deceleration. The last marked peak value
in floor deceleration follows the last peak value in dummy deceleration
by 0.007 second.
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Head deceleration in the 60-mph crash began at 0.062 second after
impact, following a delay of 0.01 second after the beginning of chest
decelergtion. Head deceleration did not reach appreciable magnitudes
until Q.10 second after impact. The delay in the build-up of head
deceleration was due to movement of the head relative to the chest up
to 0.10 second after impact. The rise in head deceleration between
0.10 and 0.11 second indicates contact of the chin with the chest. This
contact was observed in the motion-picture f£ilm at gbout 0.1l0 second
after impact.

The sharp rise in deceleration that began at 0.1l second indicates
contact of the rear dummy's helmet with the steel neck-joint of the
front dummy. The manner in which the helmet contacted the neck jolnt
of the front dumnmy was established in the post-crash analysis. The
inset in figure S(a) shows a post-crash reconstruction of this contact.
Two peaks of over 100g deceleration were recorded, but, since the
response of the instrument for such sharp -rises was not flat for values
ghove 55g, sny values gbove this amount are subject to unpredictable
error.

47-Mph crash. - Similar engine-fuselage-chest-head data for the
47-mph crash are presented in figure 6(b). The pesk engine deceleration
in the 47-mph crash reached 46g in 0.041 second after impeact, then
dropped to a plateau of 3lg. The engline deceleration exceeded 3lg for
0.016 second. Crumpling of the airplane structure is responsible for
the decline of the maximum deceleration of 46g at the engine to 32.5g
at the fuselage floor. Four peak values of deceleration occur on the
fuselage floor and vary from 32.5 to 27.5g for approximately 0.38 sec~
ond. As shown by figure 6(b), onset of dummy chest deceleration lagged
onset of engine deceleration by #bout 0.0l second. The rate of increase
of chest deceleration of 980g per second was apprecigbly reduced from
4600g per second at the engine and 4300g per second at the fuselage.
Maximum chest deceleration of the dummy reached 46g by 0.088 second after
impact.

Head deceleration of low magnitude persisted until 0,122 second
after impact. The rapid incresse in head deceleration, beginning at
0.122 second, occurred after the head had broken loose from the shoulders.
Observation of the motion-picture date definitely established fallure of
the neck by 0.121 second. Tiiilure of the neck of this dummy is in no
way indicative of the probeability of decapitation of & human being, as
humsns have repeatedly survived decelerations up to 45¢ with no indica-

tion of meck injury (ref. 3)3
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42-Mph crash. - Data for the 42-mph crash are presented in fig-
ure 6(c). The maximim engine deceleration was 32g with a duration of
deceleration in excess of 30g existing for 0.016 second. Reduction in
the rate of onset of fuselage deceleration from that of the engine was
not as pronounced in the lower-speed crashes as it was in the 60-mph
crash., The maximum engine deceleration of 30 to 32g was reduced to 26g
at the fuselage-floor position. Maximim peak deceleration of the dummy's
chest reached 32.5g by 0.084 second after impact. A second pesk chest
deceleration of 26.5g occurred at 0.125 second after impact.

No gppreciable decelergtion of the rear dummy's head in the 42-mph
crash was recorded until after the head was detached at 0.096 second, in
8 manner similar to that of the 47-mph crash.

In the record of fuselage-floor deceleration during the 60-mph
crash, constant velocity is indicated up to the time of onset of engine
deceleration. During the corresponding time in the 47- and 42-mph
crashes, however, alternate fluctuations of positive and negative
acceleration were recorded (figs. 6(b) and (¢)). The highest of these
frequencies is approximately 100 cps. These fluctuations of longitudinal
acceleration of the fuselage floor prohably are associated with the facts
that the gulde slipper leaves the end of the guide rail, the propeller
tips contact the barrier, and the guide slipper strikes the bottom of the
tunnel before the guide tongue is completely detached from the airplane.
The gbsence of any indicated change in fuselage velocity in the 60-mph
crash is due to the relative accuracy with which changes in the rate of
displacement of the engine could be recorded by photographic data, com-
pared with that of the accelerometer-telemster system.

Effect of Impact Speed on Longitudinal Deceleration

Fuselage. - The effect of impact speed on the longitudinal decelera-
tion of the fuselage floor at the rear seat is shown in figure 7. These
dats indicate that the maximim deceleration does not change appreciably
with impact speed. The maximum g for the three crashes varied from 26.5
to 33.5g. This small change in peek deceleration indicates that the
structure will sustain only a certain force before a section begins to
fail. As each sectlion falls, the load shifts to other sections, until
the total decelerative force has been reduced below the magnitude that
causes failure of the structure.

In the 60-mph crash, the fuselage crumpled to such a degree as to
allow the leading edge of +the wings to come in contact with the crash
barrier, and the resulting damage to the wing structure is shown in
figure 8(a). This impact of the wings with the barrier undoubtedly
aided in reducing the decelerative force that was transmitted to the
fuselasge because part of the mass of the wings was decelerated by direct
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contact with the barrier. Very little damage occurred to the wings in
the 47- and 42-mph crashes, as shown in figures 8(b) and (c). Since the
maximum fuselage-floor deceleration for the three crashes did not vary
appreciably, the duration of the decelerations increased with increasing
impact speed consistently with the higher airplane momentum at impact.

A measure of this duration can be obtained by noting the time of the
last major peak (fig. 7). This peak for the 60-mph crash occurred at
0.124 second after impact. The last peak deceleration for the 47-mph
crash occurred at 0.076 second after impact, and the last peak for the
42-mph crash occurred at 0.061 second after impact. The average rate of
onset of deceleration of the fuselage floor for the 42- and 47-mph
crashes was gpproximately 2400g per second and 4600g per second, respec-
tively.

Chest of dummy. - In meking a comparison of the chest decelerations
to determine the effect of impact speed, data from the 47-mph crash were
deleted, becguse the dummy was installed with only seat-belt restraint.
The absence of & shoulder harness permitted the torso to flex around the
seat belt. Figure 9 is a plot of the longibtudinal deceleration of the
chest against time for the 42- and the 60-mph crashes. Decreasing the
Impact speed from 60 to 42 mph reduced the number of major deceleration
peaks from three to two and also’ reduced the magnitude of the largest
deceleration pesk from 50 to 32g. The general over-all time during
which the deceleration was applied for the two impact speeds was approxi-
mately the same. The rate of onset of deceleration decreased from 2200g
per second for the 80-mph crash to 950g per second for the 42-mph crash,

The pesgk deceleration for the chest increased slightly more than
linearly with limpact speed, whereas the peak deceleration for the fuse-
lage was not appreciably affected by impact speed. The total time during
which major chest deceleration occurred did not change appreciably with
impact speed (fig. 9), but the total time during which the major peaks
of fuselage deceleration occurred varied from 0.023 second for the
42-mph crash to 0.070 second for the 60-mph crash (fig. 7).

Lateral Accelerations

The lateral accelerations in figure 10 were recorded during the
crash at an impact speed of 42 mph. As indicated in figure 10, these
accelerations are insignificant relative to the magnitudes of the
accelerations transmitted longitudinally and vertically from the fuse-
lage to the dummy. Lateral acceleration of the dummy's chest and the
fuselage floor reached pesk values of 5 and 6g, respectively, whereas
vertical and longitudinal acceleration of the dummy's chest reached
18 and 32g, respectively (fig. 11(a)). Vertical and longitudinal
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fuselage-floor acceleration reached respective peaks of 9 (fig. 12) and
26g (fig. 6(c)). While pesk values of latersl acceleration recorded on
the dummy'e chest were approximately the same as those recorded on the
fuselage floor, there appears to be no phase correlation between the
two records. Despite the asymmetrical crash configuration, the lateral
accelerations do not indicate any tendency to predominate in either
direction. The general trends in lateral acceleration existing in the
42-mph crash are also found in the 47- and 60-mph crashes.

Restraining Forces

Preliminary static tests of safety-harness components. - Several
types of alrplane seat belt and shoulder harness were tensile-tested
statically to determine their breasking and elongetion characteristics
before being instelled on the Air Force anthropomorphic and standard
parachute dummies for the light-airplane crashes. Composite photogrephs
of the seat belt and shoulder harness, the stress and strain curves, and
the specifications of each harness are shown in figure 13. All static
belt tests, except the test shown in figure 13(b), were conducted by
installing the belts in a tensile machine so that a straight pull was
induced lengthwise along the belts. Static tests of the 2-inch wide,
commerical seat-belt assembly (fig. 13(a)) resulted in an elongation of

7%-inches under a 1515-pound tensile load before failure occurred. The

webbing failed because of the cutting action of the serrstions of the
buckle clamp.

Other investigators (ref. 4) have considered the possiblility that
in a crash, contrary to the generally used static test configuration,
the load on the seat helt 1s so applied that the stresses in the belt
fibers are unequal. This unequal stress distribution is caused by
flexion of the torso over the seat belt in the pelvic region in such a
manner that the two edges are folded toward each other. For the purpose
of comparing such an asymmetrical loading with a straight-pull tensile
test, a 2-inch seat belt was tested in a tensile machine with the test
fixture shown in figure 13(b). This fixture held the belt in a sim-
lated crash configuration that included curvature of the pelvic region,
folding together of the belt edges across the pelvic region, and a
total belt length comparseble to that used in the straight-pull static
test.

In this static test, using the test fixture, the seat belt failed

at 3020 pounds total load after a total elongation of Bg-inches. Failure

of the belt was camsed by the cutting action of the buckle as indicated
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in figure 13(b). Comparison of the breaking load of ‘the belt under

the asymmetrical loading with the straight-pull loading indicated that
Tiber stresses during the static testing are of the same order, about
1500 pounds. Thus, no unequal fiber stresses are indicated in the asym-
metrical loading during static testing. For this reason, the seat-belt
loads recorded in the crash employing the 2-inch seat belt are camparsble
with either of the values found from the tensile tests.

The 3-inch military seat-belt assembly (fig. 13(c)) was tensile-
tested in a straight pull. It failed under a load of 2620 pounds after
stretching a total of 5%- Inches. Failure of this belt assembly was
caused by cutting of the webbing by the adjusting buckle. In removing
this belt assembly from the tensile machine the hook of the fastening
buckle was found to be broken (fig. 13(c) inset). This bresk was not
observed during the test; therefore, the load at which the hook of the
buckle failed is not known.

The military shoulder-harness assembly (fig. 13(d)) was tensile-
tested to failure. This failure occurred because of the cutting action
of the adjusting buckle on the webbing. Prior to failure of the webbing,
epproximately 2 inches of the stitching at the junction of the two indi-
vidual shoulder straps falled. This belt asgembly failed under a load

of 4725 pounds with & total elongation of 13 inches (fig. 13(d)).

Restraining Forces During Crash

42-Mph crash. - The forces acting through the seat belt and the
shoulder harness to restrain the dummy in his seat and the accelerations
applied to the chest of the dummy in the 42-mph cresh are shown in
figure 11(a) and (b). Vertical and longitudinal chest accelerations are
plotted in figure 11(a). Total seat-belt force, plotted in figure 11(b)
with longitudinal chest deceleratlon and shoulder-harness force, is the
sum of the forces recorded at each end of the seat belt.

During the first 0.04 second following the onset of longitudinal
chest deceleration, the seat-belt and shoulder-harness loads increased
in phase. The seat-belt and shoulder-harness forces reached their
maximim values concurrently with the meximim longitudinal deceleration
of the chest. The total seat-belt restraining forces reached a maximm
of 2440 pounds at the same instent (0.082 sec) as the shoulder-harness
forces reached thelr meximum value of 1240 pounds. The total restraining
forces of the seat belt and shoulder harness would be the sum of these
two, or 3680 pounds. The total seat-belt force accounts for spproximately
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two-thirds of the total restraining force, while the shoulder harness
sustained one-third of the total force. The largest stresses, therefore,
are on the dummy's pelvic-abdominal region, where they exceed 1 ton. It
can be seen from this data that the total restraining force was equally
distributed through the three points of attachment of the seat belt and
shoulder harness on the alrplane structure. The use of the shoulder
harness reduced the total restraining force imposed on the seat belt and
its attaching structure by approximstely 33 percent, and it transmitted
this portion of the total restraining force to a different point of the
fuselage structure. Part of the decelerative force acting on the dummy
is transmitted through its legs, which are in contact with the fuselage
freme. Application of this force, which varies in magnitude as the air-
plane structure deforms, partially accounts for the difference between
the shoulder-harness and seat-belt loads after 0.09 second.

It can be seen from figure 11(b) that, as the chest deceleration
decreased from its pesk value, the total seat-belt force decreased in
Phese with the decrease in chest deceleration. Meanwhile, the restrain-
ing forces on the shoulder harness remained at nearly maximum value.

The fact that these restraining forces remained for approximately

0.04 second before decreasing may be due to the rigidity of the leg
joints of the dummy, so that the dummy pivoted around the seat belt with
his legs pushing against the torso and thus relieved some of the force
on the seat belt.

60-Mph crash. - Figure 11(c) is a plot of the harness restraining
forces and longitudinal chest deceleration that occurred during the
60-mph crash. These curves show the same characteristics as were noted
in the 4Z-mph crash, except that peak decelerations and pesk forces were
higher in the 60-mph crash. Total seat-belt force and shoulder-harness
force increased in phase with the increase in longitudinal chest
deceleration. The total seat-belt force reached a maximum of 4050 pounds
gpproximately 0.003 second after the first peaek in chest decelerstion
of 34g. Maximum shoulder-harness force reached 2050 pounds at 0.085 sec~-
ond after impact. Total restraining force reached a pegk value of
5800 pounds. Shoulder-harness force remeined at nearly maximum value,
while total seat-belt force dropped to 1400 pounds and then built up to
a second peak of 3200 pounds. The third peak in longitudinal decelera-
tion reached 50g at 0.120 second after impact.

47-Mph crash. - The dummy was restrained in the 47-mph impact crash
by a 2-inch-wide commercial segt belt. No shoulder harness was employed.
On the basis of the static elongation and failure tests of the 2-inch-
wide seat belt, the belt was expected to fgil in this crash. This seat
belt was installed on the dummy in order to observe the nature of the
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failure in the crash, since friction between the belt and the clothing
of the dummy modifies the belt fiber stresses in a way not well under-
stood at the present time. A second seat belt, 3 inches wide, was used
in conjunction with the 2-inch-wide seat belt. This 3-inch-wide seat
belt was adjusted so that its length was 8 inches longer than the com-
mercisl 2-inch-wide seat belt. Figure l4(a) shows an exaggerated view
of the length of the seat-belt assembly prior to installation on the
dummy in the airplane. With this arrangement, both belts being attached
to tensiometers, a continuous recording of the belt forces was obtained
up to and following the bresking of the 2-inch-wide seat belt.

Figures 14(c) and (d) illustrate the relation of total seat-belt
force to vertical and longitudinal accelerations in the 47-mph crash.
The vertical and longitudinal chest-acceleration curves are shown in
figure 14(c); the curve of longitudinal chest deceleration is plotted
with the total seat-belt force in figure 14(4).

Total seat-belt restraining force (fig. 14(d)) reached a maximum of
4400 pounde as the longitudinal chest deceleratlon reached a peak of
45.5g. Total seat-belt force increased in phase with longitudinal chest
deceleration and decreased in phase with the decay in longitudinal chest
deceleration from its final pesak.

Three peak values appeared in the curve of longitudinal chest
deceleration, while the seat belt had only two peak values. The three
peeks in longitudinal chest deceleration occurred because the torso was
allowed a wide range of movement during deceleration. Because the
restraining force was applied with only a seat belt, the belt acted as
a fulcrum sbout which the torso was allowed to rotate. Between the onset
of deceleration and the decay from the final pesk in deceleration,
response of the torso to the restraining force is indeterminate.

The sharp drop in the total seat-belt force is due to the failure
of the 2-inch-wide seat belt between 0.084 and 0.094 second after impact
and the subsequent loading of the 3-inch-wide seat belt. Fallure of the
2-inch seat belt is indicated by the rapid rate of decay from the peak
load (0.084 sec after impact). The time during which this sharp drop in
total seat-belt force occurred (0.006 sec) indicates progressive fallure
of the fibers of the belt webbing from the cutting action of the buckle.
Figure 14(b) is a post-crash photograph showing the break in the 2-inch
seat belt and the undamaged 3-inch seat belt.

In sustaining a peak force of 4400 pounds, before failure in the
47-mph crash, the 2-inch seat belt had withstood 147 percent of the
bresking force recorded for an identical belt during the static tensile-
test mock-up (fig. 13(b)). The seat-belt breaking strength under dynamic

loading in the crash was sgpproximately l% times as great as the bresking
load of 3020 pounds under static loading.
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Vertical chest accelerations in figure 14(c) support the indication
that the 2-inch seat belt broke between 0.084 and 0.092 second. The
change of direction recorded in the vertical chest acceleration during
this time indicates that as the first seat belt broke, it allowed the
dummy to travel upward, unrestrained, until the dummy contacted the
second seat belt. As soon as the dummy contacted the second seat belt,
his momentary upward travel was arrested, as shown by a decrease in
upward acceleration. Beginning at 0.093 second, the total seat-belt
force increased in phase with the change in vertical acceleration.

The motion-picture data showed that the dummy started moving for-
ward from his seat at 0.041 second. This time concurs with the dummy
movement indicated by the longitudinal chest deceleration. At 0.091 sec-
ond, the dummy started to flex around the 3-inch seat belt after the
2-inch seat belt had broken.

The drop in total seat-belt force to a value of 1500 pounds at
0.091 second indicates that the 8-inch slack in the 3-inch-wide seat
belt was not completely teken up at the time of fgilure in the 2-inch
seat belt. After the 2-inch seat belt had failed, the remaining force
of deceleration was absorbed by the 3-lnch seat belt. Maximum displace-
ment of the pelvic region of the dummy was reached st 0.112 second after
impact, beceause the displacement consisted of the accurmlated elongation
of both seat belts.

Maximum bending of the. torso gbout the segt belt did not appear
until 0.139 second, or 0.027 second after maximum displacement of the
pelvic region of the dummy. Removal of the front seat for this test
permitted full flexion of the torso around the seat belt. Maximum bend-
ing of the torso was delayed until the longitudinal chest deceleration
had decreased to values of 7 to 8g. ‘

Survivebility Aspects - Injury Potential

Deceleration. - The conclusions reached from the work on "Human
Exposures to Linear Deceleration” (ref. 3) were that the severity of the
physiological demage during deceleration depends on the magnitude, the
rate of increase, and the duration of the deceleration.

In the study described in reference 3, a humen being, carefully
supported in his seat by a specially designed seat-belt - shoulder-
harness -~ leg-strap combination, was subjected to a maximum deceleration
of 45.3g, existing for a duration of 0.228 second, with a rate of onset
of deceleration of 493g per second. The injury sustained in this
deceleration consisted of conjunctival and retinal hemorrhesge. These
injuries were not of sufficient intensity to prevent continuance of
normal duties following the test. Definite signs of shock were noted in
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the same investigetion at a platean value of 38g, when the rate of onset
of deceleration was increased to 1370g per second. These values of
meximim deceleration, time of duration, and rate of onset of decelera-
tlon were the data obtained from the time-displacement data on the sled
(ref. 5) on which the human being rode; consequently, they represent
only the meximum values employed in the study and do not define the
absolute limits of human tolerance. The chest deceleration measured

in the crashes reported herein were no higher than the value of 45.4g
obtained in the study in reference 3. A pedgk value of 50g of short
duration, however, was obtained during the 60-mph crash. In investiga-
tions of actual stall-spin accidents conducted by Cornell Crash Injury
Research, in which the distortion of the airplane structure was equal
to, or exceeded, that obtalned in the 60-mph crash, the rear passenger
was frequently found to survive. The 50g peak in deceleration is there-
fore assumed to be survivable.

Rate of onset of decelergtion varied in the light-airplane crashes
from 1000 to 2500g per second. The 1370g per second rate of onset of
deceleration used in the studies with bhuman beings is exceeded in some
of the crashes of this study. It is difficult, however, to appraise
the full meaning of this fact in terms of human survival, since the
duration of onset of deceleration was much briefer in the crashes
reported herein than in the tests in reference 3.

Bodily contact with structure (seat belt - shoulder harness). -
Comparison of the relative forward movement of both: dummies during the
42-mph crash illustrates the limited forward movement of the occupant
when shoulder harness is worn in eddition to the normal seat belt. As
seen in figure 15, the rear dummy (installed with seat belt and shoulder
harness) moved forward out of his seat sbout 8 to 10 inches, the forward
displacement being limited to the amount of elongation in the webbing
of the restraining harnesses. In the most forwerd position, reached at
0.089 second, the torso was approximately vertical. During this time,
the front dummy (installed with seat belt only) also moved forward out
of its seat about the same distance, with the torso reaching the vertical
position. The torso of the front dummy then pivoted around the seat belt
agbout 30° past the vertical position, until the forward movement, or rota-
tion, or both, was arrested by the dummy's striking the instrument panel.
At 0.116 second (fig. 15(b)), the dummy's chest contacted the face of
the instrument panel, and its chin contacted the top of the instrument
panel, The maximm forward position of the dummy shows that the chest
of the front-seat occupant in this airplasne had been thrown 22 to
24 inches forward from its normal seated position to strike the instru-
ment panel because it was not held tightly with seat-belt - shoulder-
harness restraint.
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The front dummy in the 60-mph crash also struck the instrument panel
in the same manner as illustrated for the 42-mph crash. The front dummy
in both crashes then bounced back into the normal seated position as
shown by the post-crash photogrephs of the 60~ and 42-mph crashes in
figure 16. These figures, when compared with the photograph of an
undamaged airplane (fig. 3), also illustrate the reduction in distance
between the front dummy and the instrument panel. The post-crash front-
cockpit clearance decreased as impact speed increased.

Figure 17(a) is a front view of the dummy, indicating the location
and the areas of contact in the 60-mph crash. Contact of the head with
the instrument panel was of sufficient intensity to put permanent creases
in the heavy canvas covering of the dummy's head. The head struck the
top of the instrument panel over the two areas indicated in figure 17(e)
end left the dent in the instrument panel as shown in figure 16(a). The
right-side view of the head in figure 17(b) shows the area over which the
head contacted the upper right cabin diagonal brace on the rebound. Con-
tact of the chest with the face of the instrument panel over the ares
indicated (fig. 17(a)) was of sufficient force to imbed numercus pieces
of metal in the felt-fsbric covering of the dummy. Definite contact with
the control stick was indicated in the position shown in figure l7(a).
Final position of the control stick with respect to both the dummy's
chest and the instrument panel is shown in figure 16(a). This figure
also shows the final position of the knees jammed into the bottom edge
of the instrument panel. Figure 17(a) indicates areas on the knees
of the dummy that were cut and torn by this contact. Abrasion marks
on the cloth covering of the dummy's lower legs indicate contact with
the lower-cabin removable diagonal braces. The final position of both
feet in figure 17(b) indicates the severe flexure of both ankles in the
crumpled forestructure, while the back view shows the area on the back
of the neck struck by the helmet of the rear dummy.

A recent statistical analysis (ref. 6) shows that of 800 accidents
that were considered survivable, injuries of the head were more frequent
than injuries of any of the five remaining gross body areas. Head
injuries were sustained in 88 percent, or 704, of the 800 accidents
analyzed. With regard to the occurrence of fatal injuries in accidents
involving aircraft of all types, German accident statistics (ref. 7)
reveal that 50 percent of all injuries were injuries of the head, and
thaet 70 to 80 percent of the fatal injuries were caused by injuries of
the head. When the areas over which the front dummy contacted structure
in the 60-mph crash (fig. 17) are considered, the statistics on human
injury incurred by this sort of contact in actual accidents are quite
understandable.
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Bodily contact with structure (seat belt only). - In order to inves-
tigate the sequence of events during displacement of the torso around
the seat belt, the anthropomorphic dummy was installed in the rear seat
with only seat-belt restraint in the 47-mph crash. To provide unlimited
movement of the torso about the seat belt, the front seat and the rear
conbrol stick were removed. Photographs in figure 18 of the 47-mph ciash
show the movement of the dummy forward out of its seat, followed by rota-
tion of the torso about the seat belt. Without the control stick and the
front seat to limit the movement of the torso and the head, the torso
rotated forward and downward until the chest contacted the thighs at
0.118 second after impact (fig. 18(b)). The distance through which the
torso and the head swung around the seat belt into the area forward of
the dummy was approximately the length of the torso from the hips to the
top of the head. It is gpparent from figure 18 that, 1f injuries result-
ing from contact with solid structure are to be avoided when using only
seat-belt restraint, the estimated distance of 31 to 45 inches (ref. 7)
forward of the seat must remain free of any solid, sharp, or unyilelding
protuberances.

Collapse of cabin structure. -~ Potential injury of the occupents due
to inward-~collapsing cebin structure is indicated by comparison of the
extent of the collapse of the cabin structure in figure 19. The figures
show photographs of the cabin area following the 42-, 47-, and 60-mph
crashes. As indicated by comparison of these photographs, an increase
of speed at impact with the barrier caused a corresponding reduction of
the volume enclosed by the cgbin structure. Figure 19(a) shows thet,
during the 42-mph crash, deformation of the cabin was minor. Apprecigble
reduction in cabin volume was noticegble with an increase of impact speed
to 47 mph. During this crash, the cebin volume was reduced by the rear-
ward displacement of the Instrument panel, as may be detected by comparing
the position of the upper, forward, right-side diagonal brace in fig-
ure 19(b) with its undistorted position after the 42-mph crash, fig-
ure 19(a). With an impact speed of 60 mph, considerable reduction in
cgbin volume resulted. This reduction,resulted from (1) rearwasrd move-
ment of the instrument panel nearly to the front dummy's chest and (2)
collapse of the longerons under the rear seat (fig. 19(c)). Distortion
of the cabin structural tubing during cabin deformation may increase the
probability of injury to the occupants. An example of this distortion
is shown by the upper cabin members projecting into the proximity of
the heads of both dummies in figure 19(c). It is evident from inspection
of figure 19 that, if occupants of an airplane during a crash are to be
protected from the additional hazard of striking the deformed cabin
structural members collapsing around them, the cebin structure itself
must be strong enough to resist the decelerative forces occurring at
impact.
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Pire hazard. -~ To permit some insight into the possibility of the
occurrence of fire after crash, the distribution of fuel spillage during
a crash was Investlgated during the 60-mph crash. In thls crash, the fuel
tank contained 8.7 gallons (75 percent of its volume) of red-dyed water to
replace the welght of the normal 12-gallon supply of gasoline.

Figure 20 shows the damage to the fuel tank in the 60- and 42-mph
crashes., In each crash the fuel tank was crushed between the fire wall
and the instrument panel. 1In the 60-mph crash, the tank was burst at
the seams and the sheet metal was torn open by hydraulic loading. The
tank was compressed to one-half of its original volume in the crash.
Figure 20(b) shows that the empty tank was only deformed end crushed,
with no bursting of the seams and no tearing of the parent sheet metal,
in the 42-mph crash.

The fuel-spread pattern (fig. 21) of the 60-mph crash reveals a
heavy concentration of fuel around the engine, throughout the cabin, and
over approximately 66 percent of the under surface of the right wing.
The fuel spillage within the passenger compartment and on both dummies,
if ignited, would have completely inflamed their clothing. In the two
crashes in which a dummy was installed in the front seat, the manner in
which its foot was pinned in the wreckage indicates that, if fire were
to occur, a human occupant in the same position would experience extreme
difficulty in extricating himself before fire enveloped the entire air-
plane., Figure 16 shows the front dummy's foot pinned between the fire
wall and the right-side removable diagonal brace.

If this fuel spillage is typical of that occurring during an actual
accident with eirplanes having fuel tanks in a location similar to those
used in these crashes, a disastrous fire would result if ignition
occurved, CAB statistical analysis of the first 3000 non-air carrier
accidents reported in 1952 (ref. 8) shows that, of 2344 accidents involv-
Ing airplanes used for instructional purposes, pleasure flying, and
personal tramnsportation, approximately 3.84 percent caught fire after
crash. Fortunately, ignition sources of sufficient intensity to ignite
gasoline do not appear consistently with this type of englne installa-
tion.

SUMMARY OF RESULTS AND CONCLUSIONS
The results obtained from the full-scale light-alrplane crash

investigation, in which stall-spin accidents were simulated, are sum-
marized in the following table:
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Speed Maxcimmum Maxinum Maximum Duration of | Peak total
at longi- longi- longi- maximum restrain-
impact tudinal tudinal tudinal peak longi~ ing force,
with engine decelera~ | decelera~| tudinal rear dunmy,
barrier, | decelera~ | tion of tion of deceleration 1b
mph tion, chest of | fuselage of fuselage
g rear under at rear
dummry, rear seat,
g seat, sec
g
42 32.5 32 26.5 0.023 3680
47 46.0 46 32.5 .038 4400
60 62.0 50 33.5 .070 5800

These data show that, for the stall-spin accident similated:

1, Longitudinal deceleration of the chest of the dummy in the rear
seat ranged from 32 to 50g when the crash impact speed varied from 42
to 60 mph.

2. Peak longitudinal chest deceleration exceeded longltudinal
fuselage~-floor deceleration by 6 to 16g in all crashes.

3. Decelergtion of the fuselage at the rear-seat location did not
increase appreciably (26 to 33g) as impact speed increased from 42
to 60 mph, but the time during which significant deceleration persisted
increased from 0.023 to 0.070 second.

4, Total peak force imposed on the restraining harnesses increased
in proportion with the increase of impact speed and reached a maximum
of 5800 pounds in the 60-mph crash.

5. Occupants of alrplanes of the type used in this investigation
would not be endangered by deforming cabin structure unless crash impact
speeds exceeded 42 mph.

6. The results of this study show that the decelerations imposed by
this airplane and crash configurstion up to impact speeds of 60 mph, with
the rear-seat occupant restrained by seat belt and shoulder harness, are
within the decelerations shown by aeromedical research to be tolerable
by human belngs.
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7. In order to avold injury-producing contact when only seat-belt
restraint 1s used, the space in front of the occupant must remain free
of obstacles for a distance approximately equal to the length of the
tors? from the hips to the top of the head (plus the seat-belt elonga-
tion).

8. The maximm total restraining forces recorded indicate that,
when seat-belt restraint 1s used alone, these belts should be capable of
withstanding higher breaking loads than those presently in use. All com-
ponents of the restraining harness system should be attached to the basic
airframe structure, unless the seat and 1ts attachment are capable of
withstanding the restraining forces.

Lewls Flight Propulslion Laboratory
National Advisory Committee for Aeronautics
Cleveland, Ohio, May 11, 1953
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(e) Extended tail-truss support for holding airplane in flight attitude.

C-32980

(') Anchor pler installed on guide rail to retain airplane before release.

Flgure 1. - Concluded. Mechenism for light-airplane crash investigation.
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C-33001

Crash-protection arrangement, top view

LS
b‘*‘mb ~ -

C-32998

Mounted 1n protective box and Installed
(b) Mobile telemster transmitter station.
Figure 4. - Contlnued. Inmstrumentation used in light-airplane crash investigation.
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e

C-32991

-l [ [WRLPGIN . Y

(c) Ten-chamel telemeter receiving and recording staticm.

—————

Tensiometer Accelercmeter

(d) Telemeter transducers. C-33003

Figure 4. - Continued. Instrumentation used in light-ailrplane crash investigation.
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(8) Accelercmeters installed on fuselage (h) Shoulder-harness tensicmeter.
floor at rear seat in 60-mph orash,

Left (1) Seat-belt tensiometers at rear seat. Right

Figure 4. - Continued. Instrumentetion used in light-airplane crash inveatigation.
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(3) Oscillograph records fram 47-mph crash,

Figure 4. - Continued.

Tnstrumentation used in light-airplane orash investigation.




36 NACA TN 2991

— ‘

Plastic tubing

(1) Bank of flash bulbs to provide auxiliary illumination in cabin area during impact.

Figure 4. - Concluded. Instrumentation used in light-alrplane ocrash investigation,
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+8 (acoeleration)

(a) Imcreasing longitudinal veloolty.
Body in compression against back of

seat,

Vertical axis

+8 (aocceleration)

T

Acceleration

T Restraint T

(6) Increasing upward velooity.
Farces In same direction as
reaction to gravity. Body in
compression against restralning
forces - geat bottom (feet against
floor).

— Veloolty at impact
—» Acceleration

37

Longitudinal axis

~-g (deceleration)

—=Voloclty at impact
«+—— Acceleration

Restraint

(b) Decreasing longitudinel velocity.
Body in ocompression against shoulder
bharness and seat belt,

-g (acoeleraticn)

Acceleration

Restraint

(4) Imcreasing downward velocity.
Forces 1n opposite directicn as
reaotion to gravity. Body under
belt area in compression.

CD-3044

Figure 5. ~ Reaction of seated body to longitudinal and vertical accelerations.
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(o) Tmpact speed, 42 mph.
Figure 8. - Damge to wing and fuselage of airplane resulting from impect wilth crash barrier,
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Failure of webbing

C-~33005
465
= = E
= =
= =
= s
- 42 = = installed
- = g in temsile
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—] o) —
7 ~N
-J8_|{[fo
38 o

36 - 400 800 1200 1600 g RAA

Load, 1b X —— CD-3171

(a) Light-airplans seat belt (mew). Width, 2 inches; Air Assoclates model mumber, M-5100;
rated strength of assembly, 1500 pounds.

Figure 13. - Results of static tensile tests on airplane safety belis.
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(b) Light-airplane seat belt (mew). Width, 2 inches; Air Associates modsl number, M-5100;
rated strength of assembly, 1500 pounds. .

Figure 15. - Continuod. Resaults of statlc tensile tests on airplans safety belts.
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(c) Military seat belt.

Resulta of static tensile tests on ailrplans safety belts.

Figure 13. - Continued.
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Attachment to Attachment to
r tensiometer 2-Tnch seat tensiometer ——

belt

3-Inch seat
belt C-33002

(a) Seat-belt configuretion as installed on rear dummy.

(b) Failure of 2-inch seat belt during crash.

Flgure 14. - Relation of total seat-belt force to vertical and longitudinal
accelerations in 47-mph crash.
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(d) Longitudinal chest deceleration and total seat-belt force.

Relatlion of total seat-belt force to vertical

and longitudinal accelerations in 47-mph crash.

Figure 14. - Concluded.
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(a) Impact to 0.080 second.

Filgure 15. - Displacement of airplane anﬁ.vdummies during deceleration in 42-mph crash.
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(b) 0.089 to 0.170 ssoond.

Figure 15. - Concluded. Displacement of airplane and dummies during decelsration in
42-mph craeh.
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(&) Impact speed, 60 mph.
- Position of parachute dumy in front seat of airplane after cresh.

Figure 16.



Flgure 16, - Concluded.

(b) Impact speed, 42 mph,
Positlon of parachute dummy in front gsat of airplanse after aorash,
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Tmpact with top of
instrument panel

Fose and ohin crumpled
from contact with instru-~
ment panel

Entire area struck
instrument panel

Numerous lacerations in
coveralls. Small blta
of metal lmbedded in
this area.

Contact with
control stick

Jammed into . Jammed Into
floor L.
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Instrument
pansl

Contacted
dlagonal
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(a) Front view.

Figure 17, - Looatlon, area, and cause of blows sustained by front-seat dummy in 60~mph
crash,
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Flgure 17. - Concluded,
in 60-mph crash.

(b) Side and rear views,

Location, area, and cause of blows

59

sustained by front-seat dummy
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Tire after
impact, sec
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(a) Impact to 0.08‘21 second.

Figure 18. - Displacement of airplane and rear dummy during deceleration in 47-mph crash.
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Figure 18. - Concluded.
47-mph orash.
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C-32175

(b) 0.091 to 0.173 second.

Displacement of airplane and rear dummy during deceleration in
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(b} Impact speed, 47 mph.

Cragh damags to airplene struoturs.

Figure 19, ~ Continued.
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(o) Tmpact epesd, 60 wph.
Figure 19. - Concluded.

Crash damags o airplans structure.
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P

(s) Impact speed, 60 mph.
Figure 20. - Extent of damage to full fuel tenk during a crash.




(b) Inpach speed, 42 mph,
Figura 20. - Conoluded. EBExtent of damage to empty fuel tank during a crash,
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NACA - Lasgley Flald, Va.

CD-2882

87

Pigure 21, - Fugl-spreed pattern and ooncentration during 60-mph arash.



